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The world of aluminium is  
already now looking ahead 
to its leading trade fair  
next year with great antici -
pation. Because despite  
global rises in demand the 
industry faces a variety of 
challenges – from globali -
sation and new mobility  
to digitalisation, recycling and 
sustainability themes. From  
6 to 8 October 2020 ALU-
MINIUM in Düsseldorf will 
showcase the opportunity 
and growth perspective for 
the industry. Approval from 
the sector is huge. 

 

 A lready one year to the start 
of the trade fair 90% of 
the 80,000 square metres 

of exhibition space are booked 
up – a clear indication of the 
dynamism in the aluminium in-
dustry. In total, the organiser 
Reed Exhibitions brings to -
gether more than 1,000 ex-
hibitors and 27,000 visitors from 
over 120 nations. 

The aluminium industry 
sends out important impulses 
– for lightweight construction 
and material innovations in au-
tomotive production, aviation, 
mechanical engineering, con-
struction, boat building, in pack-

aging as well as in the sports 
and leisure sectors. In six exhi-
bition halls global players, spe-
cialists and young, innovative 
enterprises will showcase the 
performance spectrum of the 
material and the whole cross-
section of the industry – from 
aluminium production, finishing 
machines and equipment to 
finished products and recycling.   

ALUMINIUM is the global 
marketplace for its industry. The 
investment volume that visitors 
brought to the previous ALU-
MINIUM amounted to over 
EUR 14 billion. Almost one in 
two trade fair visitors comes to 
Düsseldorf with concrete sour -
cing intentions.  

No wonder this trade fair 
for the aluminium industry is 
the most important event world-
wide. Some two thirds of the 
exhibitors and visitors to the 
trade fair come from abroad. 

The trade fair also shows how 
well connected the value chain 
is across national borders.   

Alongside the mega trends 
New Mobility and Digitalisation 
the ALUMINUM trade fair 
2020 will place special focus 
on resource efficiency and sus-
tainability because business de-
velopments will in future also 
depend on companies’ resource 
productivity.  

By occupying a themed area 
on aluminium recycling the 
trade fair makes it clear how 
recycling continues to gain im-
portance as a source of raw 
material and contribution to 
resource efficiency. Even today 

aluminium scrap is considered 
one of the most economically 
valuable secondary raw material 
and, hence, a key factor in the 
aluminium value chain.   

The situation is similar for 
sustainable aluminium produc-
tion and processing: Environ-
mental Engineering has long 
since demonstrated the ad-
vances made by the aluminium 
industry in its production chain 
in terms of sustainability and 
the contribution to environ-
mental protection.  

 

www.aluminium- 
messe.com 

The ALUMINIUM fair in Düsseldorf is the global marketplace for its industry 

Facts and figures 
 

Dates: 
6 - 8 October 2020 

 
Venue: 

Halls 9 – 14 
Stockumer Kirchstraße 61, 40474 Düsseldorf 

 
Exhibition Centre entrances: 

North and East Entrances 
 

Opening hours: 
For exhibitors: 6 - 8 October 2020: 8:00 am – 7:00 pm 
For visitors: 6 - 8 October 2020: 9:00 am – 6:00 pm 

 
Information and registration 
www.aluminium-messe.com
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Special Edition 2019

The trade fair is organised 
by Reed Exhibitions with 
the support of the German 
Aluminium Association 
(GDA) and the European 
Industry Association “Euro -
pean Aluminium”.

Over 27,000 visitors expected at ALUMINIUM 2020
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ical process should give way to 
a more efficient, environmentally 
friendly method.  

 
Plasma instead of solvents 
Waldmann’s rethinking of the 
pretreatment of its luminaire 
housings was put into concrete 
terms by a seminar held by the 
adhesive manufacturer Rampf, 
which, among other topics, dealt 
with the environmentally friendly 
pretreatment of material surfaces 
using atmospheric pressure plas-
ma (AD plasma).More precisely, 
the Openair-Plasma technology 
(Fig. 2) from Plasmatreat.  

The process is known for its 
use of plasma nozzles. The en-
vironmentally friendly techno -
logy used worldwide requires 
only compressed air as process 
gas and electrical energy for 

the operation of the nozzles. 
As a result, VOC emissions 
(volatile organic compounds) 
are avoided during production 
from the outset. The highly ef-
fective process is used mainly 
on materials such as plastics, 
metals, glass and ceramics.  

The plasma nozzles perform 
three operations in a single step 
lasting only a matter of seconds: 
Dry microfine cleaning, elec-
trostatic discharging and simul-
taneous activation of the surface. 
The result is homogeneous wet-
tability of the material surface 
and long-time stable adhesion 
of the adhesive bond or coating, 
even under challenging load 
conditions. During cleaning, 
the high energy level of the AP 
plasma fragments the structure 
of organic substances on the 

tension (mN/m) of the liquid 
adhesive. The aim of activation 
is to increase the surface energy 
sufficiently to ensure homoge-
nous wettability.   

A significant rise in the sur-
face energy occurs during acti-
vation due to the chemical and 
physical interaction of the plas-
ma with the substrate. The effect 
is particularly pronounced with 
non-polar plastics. Aluminum 
and glass have inherently good 
surface energy, but this energy 
which gives them their adhesive 
characteristics is often compro-
mised by layers of dust deposits, 
grease and oils or other con-
taminants. This is where the 
high microfine cleaning action 
of the plasma (Fig. 3) comes 
into play, revealing once again 
the surface energy already pre-
sent in the substrate. The entire 
pretreatment process takes only 
seconds and the materials can 
be further processed immedi-
ately after cleaning and activa-
tion. 

 
Safe for electronic  
components 
Waldmann was particularly im-
pressed by the high process re-
liability and accurate repro-
ducibility of the environmentally 
friendly plasma process, as well 
as its speed and efficiency. But 
they still had some reservations: 
Would the electrical potential 
in the plasma beam damage 
the sensitive LED components? 
Since the electronics are pre-
installed in some of Waldmann’s 
lighting housings, they feared 
that the electrical potential pre-
sent in the plasma could cause 
short-circuits, leading to the de-
struction of electronic compo-
nents. Plasmatreat confirmed 
that although these concerns 
were justified in principle, the 
Openair-Plasma technology had 
a special feature: In recent years 
the company had developed 
special nozzle heads which dis-
charged the electrical potential 
to such an extent that the plas-
ma impinging on the material 
surface was virtually potential-

Adhesive processes: Pretreatment of aluminum lights with atmospheric pressure plasma 

Groundbreaking decision: Adhesion without primers
Just a few years ago, lighting 
manufacturer Waldmann 
based in Swabia in Southern 
Germany decided to radically 
change his pretreatment 
 process prior to bonding.  
Instead of wet chemicals,  
atmospheric pressure plasma 
achieves the high level of  
adhesion required for the 
thousands of aluminum  
lighting housings produced 
each year.  

 

 O ne of the company’s spe-
cialist areas is the pro-
duction of industrial light-

ing, especially LED surface-
mounted machine lighting.  
Since these lights are designed 
to illuminate machine interiors, 
their housings and covers are 
frequently exposed to high  
mechanical loads (e.g. flying 
chips) and in particular, to 
chemical substances such as 
cooling lubricants and oil (Fig. 
1). None of this should com-
promise the tightness of these 
luminaires, which is why the 
requirements for the bonded 
joints of the housing are ex-
tremely high. An especially ef-
fective pretreatment of the ma-
terial surface is invariably re-
quired to produce a strong, 
long-time stable bond. 
 
In search of an alternative 
The use of wet-chemical sub-
stances is still one of the most 
widely used pretreatment me -
thods in the industry. It was 
no different at Waldmann. For  
years, an employee working in 
a separate pretreatment booth 
cleaned the adhesive surfaces 
by hand using a cotton cloth 
soaked in solvents. He then 
inserted the parts in an auto-
matic priming station, where 
they were treated first with an 
activator and then again with 
a chemical adhesion promoter 
using a felt applicator. The 
fourth step was to remove the 
parts and air-dry them, then 
finally transport them by trolley 
a distance of ten meters to the 
bonding station.   

Waldmann had been looking 
for an alternative to this method 
for a very long time. Not only 
was it harmful to the environ-
ment; the use of chemically re-
active substances was associated 
with substantial additional costs 
for cleaning, materials and dis-
posal.  Other factors such as 
open times, shelf life and storage 
stability of the primer, as well 
as cleanliness of the rise cables 
in the station also had to be 
continuously monitored. The 
activator, adhesion promoter, 
spare parts, service and main-
tenance of the primer station 
alone incurred annual costs 
running into five figures. It was 
clear that the entire wet-chem-

free. This now made it possible 
to pretreat even highly sensitive 
SMD assemblies and other del-
icate electronic components 
(Fig. 4). Suitably reassured, Wald-
mann decided to implement 
the technology immediately.  

 
Trial phase  
on three materials 
Changing from one industrial 
process to a completely different 
one is a huge step which calls 
for a great deal of patience. Es-
pecially when the requirements 
for tight bonds are so high and 
when – as is the case here – 
the switch to the new pretreat-
ment process is also accompa-
nied by the introduction of a 
new adhesive. And if that were 
not enough, the pretreatment 
and bonding process was to be 
tested on not just one, but three 
different materials.  The housings 
of the surface-mounted machine 
lights, which are up to 1.2 meters 
long, are made from anodized 
or hard-anodized aluminum. 
The panels protecting the elec-
tronics are made from ceram-
ic-coated single pane safety glass 
or screen-printed PMMA (poly-
methyl methacrylate) plastic, or 
acrylic glass as it is also known. 
The overall stability achieved 
through the combination of AP 
plasma and the new adhesive 
had to be tested on these dif-
ferent surfaces, i.e. the adhesion 
of the adhesive to the materials 
and the stability of the adhesive 
itself.  

During the 18-month test 
phase, Waldmann explored the 
uppermost limits of what an 
adhesive bond subsequently ex-
posed to challenging chemical 
load conditions would have to 
endure. The microfine cleaning 
and activation power of the 
plasma was easy to demonstrate: 
Test ink measurements carried 
out before plasma treatment 
revealed surface tensions of  
< 44 dyne for aluminum, < 36 
dyne for glass and 40 dyne for 
plastic. After plasma activation, 
values ranging from > 56 dyne 
to 72 dyne were measured on 

Fig. 2: Clean and environmentally friendly: Nowadays Waldmann 
uses Openair-Plasma instead of solvent-based primers to clean the 
aluminum housings of the surface-mounted LED machine lights to 
a microfine level and activate them before bonding.

Fig. 3: Infrared spectroscopic measurement: During the microfine 
cleaning of metal surfaces, Openair-Plasma removes all impurities 
and organic contaminants such as grease, oils and water adhering 
to the boundary layer.
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pretreatment: Special rotary 
nozzle heads dissipate the 
electrical potential in the 
plasma, making it possible to 
pretreat even highly sensitive 
SMD assemblies and other  
delicate electronic components 
without damaging them.

Metal Surfaces

surface of the material and re-
moves unwanted contamination 
even from sensitive surfaces. 
Furthermore, the very high out-
flow rate of the plasma ensures 
that particles loosely adhering 
to the surface are removed.  

Surface activation means 
modifying a surface at molecular 
level in order to optimize ad-
hesive characteristics for down-
stream processes such as bond-
ing or coating, for example. 
Plasma nozzles are area-selec-
tive, in other words the plasma 
is applied with pinpoint preci-
sion only where pretreatment 
is required. Long-time stable 
adhesion is conditional on the 
material surface being ultra-
clean and the surface energy 
(mJm²) of the solid material 
being higher than the surface 

Fig. 1: Installed inside the machines, the lights have to withstand high mechanical and chemical  
stresses. Good pretreatment is essential to ensure that bonded joints of the housing are long-time stable.
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      62 %   
            of visitors come  

from abroad
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all three substrates, which cor-
responds to the modified energy 
values of the material surfaces.         

There then followed a series 
of tests including single-lap 
shear and tensile shear strength 
tests (DIN-EN 1465), constant 
humidity climate tests (DIN EN 
ISO 6270-2), climate cycling 
tests (BMW 308 KWT) and 
1000-hour storage of several ad-
hesive samples at 30°C in dif-
ferent cooling lubricants and 
oils. But the all-important ad-
hesive test to confirm the long-
term stability and safety of use 
of the adhesive bond was the 
cataplasma test, the sole purpose 
of which is to destroy an adhe-
sive bond. The plasma-pretreated 
adhesive bond withstood even 
this test. 

 
Integrated into  
the process chain 
The plasma technology was in-
tegrated into series production 
in autumn 2015. This new pre-
treatment process has eliminated 
two entire process steps, and 
also dispensed with the need 

for drying times and interim 
storage. Equipped with a po-
tential-free rotary nozzle and 
controlled by a CNC-3-(xyz) 
axes portal, the plasma system 
now operates for eight to twelve 
hours a day in a continuous 
process and treats 1000 lighting 
housings per week. Bonding 
now takes place immediately 
after pretreatment in a new 
bonding station situated directly 
opposite the plasma system 
(Fig. 5). The LED electronics 
in all the lights function perfectly 
and the high level of process 
reliability has long since been 
proven too. According to Wald-
mann, not only has the plasma 
treatment created the ideal con-
ditions for bonding, the process 
demonstrably improves the sur-
face quality and long-term be-
havior of the adhesive bond as 
well.     

Autor: Inès A. Melamies,  

specialized journalist, 

Facts4You.de press agency 

www.plasmatreat.de 
www.waldmann.com
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Fig. 5: Advanced restructuring: Plasma system and bonding  
station facing one another. The components can be bonded and 
further processed immediately after pretreatment.

Hofmann Wärmetechnik 
from Linz in Upper Austria is 
a manufacturer of heat  
treatment equipment for the 
aviation and automobile  
industries. The company  
delivers turnkey special 
plants all over the world, 
which are specially adapted 
for the customer concerned, 
the heat treatment process 
and the local circumstances. 
With around 60 employees, 
at Hofmann the units  
are designed, programmed, 
made and assembled  
in-house. 
 

 H ofmann  has existed since 
1946 and has developed 
from a supplier of small 

furnaces to become a pure 
manufacturer of special equip-
ment. The plants are continu-
ally developed further, with 
particular attention is give to 
user-friendliness and low-main-
tenance designs. The custo -
mer's wishes are strongly taken 
into account in the plant de-
sign, programming and visu-
alization. After a test run, the 
units are also assembled and 

commissioned by Hofmann’s 
own staff. 

Customers come from a 
variety of application sectors, 
for example classical suppliers 
such as forging operations and 
foundries, and up to OEMs in 
the aviation and automobile 
industries. Customers in the 
aviation sector include for ex-
ample Airbus, Eurocopter and 
Pilatus, while in the automo-
tive sector customers include 
Daimler, Audi and BMW. 

The Nadcap (National 
Aero space and Defense Con-
tractors Accreditation Pro-
gram) specifications of the 
AMS 2750E also present plant 
manufacturers and furnace 
operators with major chal-
lenges. In such customer cir-
cles particular attention is paid 
to the following points: 
n Great temperature precision 
in the furnace and during the 
cooling phase 
n An essential factor relating 
to heat treatment plant is a 
detailed knowledge of the batch 
data. 
n In the heat treatment of 
structural aluminium compo-

nents the parts being heat 
treated are usually combined 
with the charging rack: the 
plant operator scans the com-
ponents and the rack and starts 
the process. The rack is tracked 
throughout the passage of the 
batch and the rack number 
re-checked at defined points. 
The process parameters (tem-
peratures, rotation speeds, pres-
sures, times) are recorded in a 
data package at every position 
as the rack travels through the 
furnace. If the measured pa-
rameters are found to be out-
side the defined tolerances, 
the rack is classified as ‘n.i.o’ 
(not in order). 
n After the end of the process 
the rack is scanned once again 
and its data are linked to the 
data of the components and 
stored correspondingly. 
n Process reproducibility, re-
gardless of the charging posi-
tion in the heat treatment rack 
n Short transfer times from 
the furnace to the air blast or 
quenching tank 
n Archiving of batch data, 
tracking and evaluation or do -
cumentation 

n Long service life and short 
servicing, maintenance and re-
pair times 
n Low energy demand and 
consequently low operating 
costs. 
Hofmann systems meet the 
highest temperature accuracy 
requirements. The achievable 
values here range from +/-5°C 
to +/-2°C. Hofmann relies 
here on the use of tubular 
heating elements with relatively 
low heating capacities. This 
has the advantage that the 
heating elements can be dis-
tributed very evenly in the in-
dividual zones. In addition, 
large fan outputs are used to 
transfer the energy evenly and 
quickly to the charge. At Hof-
mann, the fan wheels are driven 
directly via an extended motor 
shaft, which in turn has the 
advantage that the energy loss 
in the drive train can be kept 
as low as possible and the fan 
units can be easily replaced.  

Hofmann Wärmetechnik 
Hall 10, Stand E30/23 

www.hofmann- 
waermetechnik.at 

Heat treatment with great temperature  
precision and process reproducibility

Multi-zone  
continuous  
furnace  
for aircraft  
components Ph
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